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(6) Be written in the English lan-
guage; and 

(7) Be submitted to: Administrator, 
National Highway Traffic Safety Ad-
ministration, 1200 New Jersey Avenue, 
SE., Washington, DC 20590. 

(b) Report content—(1) Basis for state-
ment of compliance. Each manufacturer 
must provide the number of passenger 
cars, multipurpose passenger vehicles, 
trucks, and buses with a gross vehicle 
weight rating of 2,722 kilograms (6,000 
pounds) or less, manufactured for sale 
in the United States for each of the 
three previous production years, or, at 
the manufacturer’s option, for the cur-
rent production year. A new manufac-
turer that has not previously manufac-
tured these vehicles for sale in the 
United States must report the number 
of such vehicles manufactured during 
the current production year. 

(2) Production. Each manufacturer 
must report for the production year for 
which the report is filed: the number of 
passenger cars, multipurpose passenger 
vehicles, trucks, and buses with a gross 
vehicle weight rating of 2,722 kilograms 
(6,000 pounds) or less that meet Stand-
ard No. 216a (49 CFR 571.216a). 

(3) Statement regarding compliance. 
Each manufacturer must provide a 
statement regarding whether or not 
the manufacturer complied with the re-
quirements of Standard No. 216a (49 
CFR 571.216a) as applicable to the pe-
riod covered by the report, and the 
basis for that statement. This state-
ment must include an explanation con-
cerning the use of any carry-forward 
credits. 

(4) Vehicles produced by more than one 
manufacturer. Each manufacturer 
whose reporting of information is af-
fected by one or more of the express 
written contracts permitted by S8.6.2 
of Standard No. 216a (49 CFR 571.216a) 
must: 

(i) Report the existence of each con-
tract, including the names of all par-
ties to the contract, and explain how 
the contract affects the report being 
submitted. 

(ii) Report the actual number of vehi-
cles covered by each contract. 

§ 585.117 Records. 
Each manufacturer must maintain 

records of the Vehicle Identification 

Number for each vehicle for which in-
formation is reported under 
§ 585.116(b)(2) until December 31, 2018. 

PART 586 [RESERVED] 

PART 587—DEFORMABLE BARRIERS 

Subpart A—General 

Sec. 
587.1 Scope. 
587.2 Purpose. 
587.3 Application. 

Subpart B—Side Impact Moving 
Deformable Barrier 

587.4 Definitions. 
587.5 Incorporated materials. 
587.6 General description. 
587.7–587.10 [Reserved] 

Subpart C—Offset Deformable Barrier 

587.11 [Reserved] 
587.12 Incorporation by reference. 
587.13 General description. 
587.14 Deformable face component dimen-

sions and material specifications. 
587.15 Verification of aluminum honeycomb 

crush strength. 
587.16 Adhesive bonding procedure. 
587.17 Construction. 
587.18 Dimensions of fixed rigid barrier. 
587.19 Mounting. 
FIGURES TO SUBPART C OF PART 587 

AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117, 
and 30166; delegation of authority at 49 CFR 
1.50. 

SOURCE: 55 FR 45779, Oct. 30, 1990, unless 
otherwise noted. 

EDITORIAL NOTE: Nomenclature changes to 
part 587 appear at 69 FR 18803, Apr. 9, 2004. 

Subpart A—General 

§ 587.1 Scope. 
This part describes deformable im-

pact barriers that are to be used for 
testing compliance of motor vehicles 
with motor vehicle safety standards. 

[65 FR 17198, Mar. 31, 2000] 

§ 587.2 Purpose. 
The design and performance criteria 

specified in this part are intended to 
describe measuring tools with suffi-
cient precision to give repetitive and 
correlative results under similar test 
conditions and to reflect adequately 
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